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In-Line Sampler 

for Powders 

APPLICATION 
PowControl® L is designed to be permanently installed through a  connection either on a 
gravity line or on the wall of a silo or a reactor. The materials in contact with the product 
meet the requirements for use in most applications: 316L stainless steel (up to Ra 0.4 µm 
on request), PTFE, PEEK .  

The “Full Clamp” design allows the PowControl® L to be a suitable sampling solution when 
airtight configuration is required. 

Approved by many firms across the world,  PowControl® L In-Line sampler allows the    
safely collection in     sequential mode of a representative sample of powders or dry gra-
nules up to 1mm diameter size inside the heart of industrial process. 

The innovative design of the equipment and the choice of materials meet the safety re-
quirements of the European Machinery Directives No. 2006/42 / EC and ATEX No. 2014/34/
EU. 

The PowControl® L is available in ATEX : Device Group II Category 2 D (dust) for Zones 21 & 
22 and G ( gas) for zones 1 & 2 and corresponding marking : 

II 2GD c IIC T6(80°C)X 

     II 2GD c IIC T6(80°C)X 

The installation of  PowControl® LD ideally belongs when specific configurations are requi-
red such specific lengh,  specific connection, specific outlet, specific material. 

PRINCIPLE 
Based on the principle of the Archimedes screw, the pneumatically driven sampler 
PowControl® L takes representative samples in the very heart of the process, whether 
during the production phase or during the successive stages of product packaging. 

To avoid any risk of contamination between consecutive samples taken, the reversing of 
the rotation of the screw will empty the previous product trapped in the probe. 

A Labocontrole® Product 

 

Pneumatic version 

Manual version 

Electric version 
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LOCATION 

 

 

 

 

QUICK REMOVAL FOR EASY CLEANING AND MAINTENANCE 
The easy decoupling of the motor from the screw allows 
a fast and thorough cleaning of the sampling probe and 
all the very few components. 

 

Clever and convenient design : 

 

 

 

FULLY CONFIGURABLE ON REQUEST 
The PowControl® L  sampler is available with different  kind of motorisation units: 

①  Pneumatic module:   50 rpm or 70O rpm, continues service or not—ATEX 

②  Electric module:   - Variable rotation speed from 1 to 420 rpm, continues service available,  

    compact, 220 VAC - ATEX  

    - 70 rpm,  fixed rotation speed, compact, 24 V ( not ATEX certified ) 

③  Manual module:  With handwheel—ATEX 

The PowControl® L  sampler can be provided with different types of screw (flat screw, screw with axel,..) and 
different types of connexions (clamp or flange connexion). 

 

 

CONTROL UNIT (optional) 
The pneumatic PowControl® L sampler is driven with an electropneumatic control unit 
made of stainless steel ; it is supplied with 24VCC electric power and the compressed air 
supplying should vary between 2 and 10 bar maxi. The usual recommended pressure will 
be 2 bars. 

A 3,5” touch screen allows the operator to set all the operating parameters. A 
modifiable delay allows to defer the start of sampling thus avoiding idling. 

In the automatic mode, the starting cycle can be induced by an external signal : 
sampling sequences are then managed by the control program. 

When used in manual mode, the operator will be able to drive and completely 
control the sample collection process via the touch screen. 

The electronic of the electric PowControl® L sampler (variable rotation speed) 
can be completed with an 5,7” wide touchscreen including the sampling softwa-
re (automatic and manual  mode). 

Non-contractual document subject to change without notice 

① Quick release of the motorisation unit 

② Rapid screw extraction  

① 

②  

Sampling from a silo Sampling from a chute 

www.labocontrole.com  


